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WTC2024特装展位施工申请表
	Exhibition Space Construction Order Form
截止日期2024年3月31日
Submission Deadline: March 31, 2024

	[bookmark: OLE_LINK1]参展商【*必填】Exhibitor【*required】
	

	*参展商名称Exhibitor Name
	

	*展位面积Area
	
	*展位号Booth No.
	

	*搭建商公司Contractor
	[bookmark: _GoBack]

	*安全责任人Security  Responsible Person
	
	*手机Phone
	

	*电话/传真Tel/Fax
	
	*电邮Email
	

	我们申请搭建特装展台，为确保安全施工及顺利开展，我单位向组委会及展馆承诺We apply for the construction of the tailor-made booth. In order to ensure the safe construction and smooth processing, our company promises to the organizing committee and the exhibition hall：

1、 双方已签订施工合同，施工单位具有合法的施工资质，且为本展位唯一指定搭建商。Both parties have signed the construction contract, and the construction company has the legal construction qualification and is the only designated contractor of the booth.

2、 [bookmark: OLE_LINK3][bookmark: OLE_LINK2]面积确认：展位搭建严格按照主办单位确定的面积施工，即展位搭建垂直投影（包括门头、飘窗装饰物等）不得超出划线位置，不能以任何形式阻挡展馆消防通道（门），不得压展馆黄线搭建Area confirmation: the booth construction is strictly in accordance with the organizer specified area, such as the vertical projection of the booth (including the door head, bay window ornaments, etc.) shall NOT exceed the line position, NOT block the fire escape (door) of the exhibition hall in any form, and shall NOT press the yellow line of the exhibition hall.

3、 搭建材料：严格按照消防要求，禁止使用泡沫字、KT板等聚氨酯材料，禁止使用弹力布、绒布、纱布等装饰材料，所有搭建材料必须做好阻燃处理，符合消防 B1级难燃材料要求。（阻燃材料必须提供相关的材料检测证明，使用的防火涂料、阻燃液必须提供相关的检验报告，且加盖施工单位公章。）Construction materials: Strictly in accordance with the fire requirements, it is prohibited to use polyurethane materials such as foam characters and KT boards, and it is prohibited to use elastic cloth, flanged cloth, gauze and other decorative materials. All construction materials must be flame retardant and meet the requirements of B1 fire retardant materials. (Flame-retardant materials must provide the relevant material testing certificate, the use of fireproof paint, flame retardant liquid must provide the relevant inspection report, and stamped with the official seal of the construction company.)

4、 搭建展位使用的玻璃必须是钢化玻璃，用于制作门、窗、扇的活动玻璃和单块大于 2 平米的玻璃必须为钢化玻璃，且厚度不小于 10 毫米。并要求提供相关的材料检验报告，并加盖施工单位公章。钢化玻璃安装要求使用卡槽固定，贴在封面上的玻璃须用玻璃钉，并出具书面的安装固定方案。The glass used to build the booth must be tempered glass, and the movable glass used to make doors, windows and fans and a single piece of glass larger than 2 square meters must be tempered glass, and the thickness is not less than 10 mm. And required to provide the relevant material inspection report, and stamped with the official seal of the construction unit. Tempered glass installation requires the use of card slot fixed, affixed to the cover of the glass must be glass nails, and issued a written installation and fixing plan.

5、 安全用电：用电电线材质必须使用国标线，严禁使用双绞线和花线，禁止使用卤素灯等大功率发热灯具， 建议全部使用 LED 节能灯。接驳工艺要求接头全部用针玉进行接驳，用电负荷保证在申请电量的80%以内。电气设备及线路的安装要符合消防安全要求，并配备带有漏电保护开关的电箱。展位地面线路必须使用线管或线槽。电工必须持合格的电工《特种作业操作证》上岗作业Electricity security: electric wire material must use the national standard line, it is forbidden to use twisted pair and flower wire, prohibit the use of halogen lamps and other high-power heating lamps, it is recommended to use LED energy-saving lamps. The connection process requires all joints to be connected with needle jade, and the electricity load must be within 80% of the applied electricity. Electrical equipment and wiring shall be installed in accordance with fire safety requirements and equipped with electrical boxes with leakage protection switches. The ground line of the booth must use wire tube or cable trough. Electricians must hold qualified electrician's Special Operation Certificate to work.

6、 施工安全管理：所有施工人员必须正确佩戴安全帽（必须栓紧下颚带），登高作业必须配备专业的工具，2 米以上的梯子作业时，必须有人在下面防护。禁止使用木梯。Construction safety management: all construction personnel must correctly wear a safety helmet (must be bolted jaw strap), climbing operations must be equipped with professional tools, more than 2 meters of ladder operations, must be protected below. Wooden ladders are prohibited. 

7、 结构安全：展位木质结构单跨跨度限制在6米以内，钢结构和钢木混合结构单跨限制在8米以内，成型钢网 架跨度可根据其截面适当放宽，但最大不得超过12米。所有横梁连接工艺必须符合结构要求，两头要求镶嵌在墙体 里或者搭在两边墙体上，杜绝“断头梁”结构。Structural safety: the single-span span of the wooden structure of the booth is limited to less than 6 meters, the single-span span of the steel structure and the steel-wood mixed structure is limited to less than 8 meters, and the span of the shaped steel mesh frame can be appropriately relaxed according to its section, but the maximum shall not exceed 12 meters. All beam connection processes must meet the structural requirements, and both ends are required to be embedded in the wall or on both sides of the wall to eliminate the "broken beam" structure.
8、所有地毯必须是阻燃地毯，要求提供材质检验报告。并且现场将明火检验。All carpets must be flame retardant carpet, require material inspection report. And the site will inspect the open flame.
以上内容我司已经认真阅读，完全理解并将严格按要求执行。承诺如有违反，我单位自愿接受主办单位、会展中心及大会主场服务商按照相关管理规定给予的一切处罚。特此承诺！ 
Our company has carefully read the above content, fully understand and will strictly comply with the requirements. If there is any violation of the promise, our company will voluntarily accept all penalties given by the host unit, the convention center and the service provider of the conference in accordance with the relevant management regulations. Hereby promise!


	参展商（公章）Exhibitor (Official seal)：

法定代表人或安全责任人(签名) Legal representative or   security responsible person (signature)：

现场安全责任人或现场电工Site security responsible person or site electrician：
联系电话 Tel: 
日期Date：
	展位承建商（公章）Booth contractor (Official seal)：

法定代表人或安全责任人(签名) Legal representative or   security responsible person (signature)：

现场安全责任人或现场电工 Site security responsible person or site electrician：
联系电话Tel：
日期Date：





1 / 2

image1.jpeg
O ITA-AITES Tunnelling for a Better Life

WORLD TUNNEL CONGRESS 2024

Shenzhen, China  19-25 April, 2024





